
ATTACHMENTS & ACCESSORIES 
Hurry up & Change!  Weedoo quick-change attachment system makes it easy.

Root Rake—Durable and versatile, this all-steel work implement with 2 ft. long fingers is designed specifically for 
removing cattail, emergent shoreline vegetation. clearing underwater rocks and debris.

Bimini—No need to go topless, Open-front canvas top provides shade and shelter.

Oil Skimmer—Inshore and shallow water oil/fuel recovery unit that cleans instantly and efficiently. 

Hydraulic SiltSucker & Sediment Remover—The SiltSucker PLUS rips and shears solids and is perfect for 
stormwater drains, marinas, lakes and channels.

Skimmer Bucket—Workboat pushes skimmer through waterway as it travels. Contained contaminants are dumped on 
shore for disposal. Excellent for collecting algae, duckweed and other small particle debris.

Pole Saw—Hydraulic Pole Saw cuts branches and small trees. The saw has a 77″ “ fiberglass pole and a 12”″ bar equipped with 
hose/fittings. It’s lightweight, fast-cutting and cool-running.

Lift Kit —Because the Weedoo is lightweight it can easily be hoisted and positioned into place.

West Palm Beach, Florida 

weedooboats.com • 561-204-5765 

Nothing Cleans Waterways Better Than Weedoo!
Rev. 2/24

Root Rake Bimini

Skimmer Bucket          Hydraulic Pole Saw     Lift Kit
Hydraulic SiltSucker & 

Sediment Remover

MODEL 
S3SHR 
3” (8 cm) Discharge

3” HYDRAULIC SUBMERSIBLE 
SHREDDER PUMP

The S3SHR is designed to continuously rip 
and shear solids with a 360° shredding 
action. The smaller size allows for use in 
tight spaces. For municipal , industrial, 
agricultural and institutional waste 
applications. A guide rail assembly is 
available for stationary applications.

FEATURES
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SPECIFICATIONS

Specifications are subject to change without notice

• Dual-Vane Shredder Impeller with
Tungsten Carbide Cutting Tip

   • Hardened Macerator Suction Plate

• Oil Lubricated Seals (can run dry)

• Variable Speed hydraulic drive to 3800 rpm

• Versions for Portable or Fixed Installations

• Safe Hydraulic Drive can be used where
electric power is hazardous or impractical

• Dependable gear type hydraulic motor

• Operates with our HT10 to HT20 power
units or other hydraulic power sources
capable of flows of 6 - 10 GPM

WEIGHT:........................................................ 73 Lbs. (33 kg)

HEIGHT:........................................................... 18.5" (47 cm)
WIDTH (w/Discharge elbow):........................ 15 1/4" (39 cm)

 (Across Volute).................................. 9 1/2" (24 cm)
DISCHARGE:........................................................ 3" NPT(F)

SOLIDS HANDLING:............................................ 1.6" (4 cm) 
HOSE PORTS:............................................ 5/8 (-10) SAE(F)

PUMP BODY:...................................................... Ductile Iron
IMPELLER:.......................................................... Ductile Iron

SHREDDER BLADE:................................ Tungsten Carbide
SHAFT:.......................................................... Stainless Steel

SHAFT SEAL:................................ (Upper) Carbon/Ceramic
 (Lower)  Silicon Carbide

ELASTOMERS:......................................................... Buna N
HYDRAULIC OIL:................. 214-320 s.s.u. @ 100°F (64°C)

INPUT FLOW:.................................. Max. 10 GPM (38 LPM)
OPERATING PRESSURE:............ Max. 3000 PSI (204 Bar)

POWER SOURCE:....... Any Open Center Hydraulic System

Oil Skimmer


